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TOWN OF CAREFREE, ARIZONA 
INFORMATION REQUIRED FOR BUILDING PERMITS 

 

Furnish two complete sets of plans with the following information: 

1. Grading and Drainage Plan: 

a. Legal description of property including lot number and subdivision or metes and bounds 
description. Property address, parcel number, and zoning district. Square footage of the 
property. Provide key map showing location of the lot. 

b. Name, address and telephone numbers of owner, engineer, and architect or designer. 
c. Contractor's name, address, telephone number. Contractor's license number and sales 

tax number are to be on the building permit. 
d. Scale of survey map not less than 1"=20'. Dimensions of the property. Property pins that 

are found or set. All utility and access easements. Survey must bear seal of land surveyor 
or engineer registered in Arizona. Note that an "as-built" survey prepared by a surveyor 
registered in the State of Arizona will be submitted prior to pouring the floor and will 
verify setbacks and finished floor elevations. 

e. All proposed and existing improvements plotted on the grading and drainage plan. 
Proposed and existing floor elevations. Mechanical equipment with screen walls. 
Garage floor elevation and the existing elevation at the driveway entry. Length of the 
driveway, width where the driveway enters the property, and the percentage of slope 
on the single steepest portion of the driveway. 

f. Existing and proposed contour lines at intervals of one or two feet. Location and 
elevation of the benchmark used. 

g. Outline and label all areas disturbed by construction or grading.  Square footage of the 
disturbed area includes principal driveway and area used for a septic system. Note, a 6-
foot chain link construction fence is required to be placed on the disturbed area 
boundary. 

h. Existing and proposed drainage. Details of drainage structures such as culverts, rip rap, 
retaining walls, channels, and berms. Note, prepared by a registered civil engineer, that 
the lowest finished floor elevation is a minimum of 1.0 feet above the 100-year storm 
water surface elevation. If channels or washes are altered, show how drainage is 
redirected to the original channel. Note that all newly graded slopes and swales will be 
protected from erosion by rip rap and vegetation. 

   Top of wall" and “Bottom of wall” elevations for all fences, free-standing walls and 
retaining walls. 

      Total length in feet of all fences, free-standing walls and retaining walls. 
    All required yard (setback) lines. Distances to property lines of all structures, including 

buildings, fences, retaining walls, and swimming pools. 
k. Location of all existing and proposed utility lines and utility services, including water 

meter and sewer manholes, if sewer is used. Septic tank and leach fields or pits. 






































































